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Bently Nevada* 

Custom Product Modification 
 

Modification 163040 
3500/06 FOR /94 VGA IN WEATHER PROOF 
HOUSING DOOR 

Purpose 
To provide a 3500/06 Weatherproof Housing Door with increased depth to accommodate a door mounted 3500/94 

VGA Display. Two steel options are available: Stainless Steel (163040-01) or Epoxy Coated Steel (163040-02). 

 

 

Restrictions 
 This modification does not have agency approvals. 

 Only valid for 3500/94 VGA Display Rev G and later. 

 The catalog number for the VGA Display must be 3500/94-01-BB-CC for panel mounting in the weatherproof 

housing door. 

 The 3500 system chassis must be 3500/05-01-01-CC-DD-EE as is the case with the unmodified 3500/06. 

 

 

Field Installation Instructions 
1. Install the VGA Display Unit in the door using the hardware and instructions provided with the display monitor. Be 

sure to place the provided caps over the end of each of the screw clamps prior to installation. (The caps are 

needed on the clamps to isolate the monitor from the 3500 System. Failure to use the caps will result in reduced 

picture quality on the VGA monitor.) 

2. Install the 3500 System in the Weatherproof Housing per standard procedure. 

3. Route each of the VGA cables through the opening located above the rack and towards the rear of the 3500 

system. 
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Ordering Information 
Purchasing Instructions: 

 Modification 163040-01 should be ordered to replace the standard 3500/06-03-BXX-CXX-00 epoxy coated steel 

door. 

 Modification 163040-02 should be ordered to replace the standard 3500/06-04-BXX-CXX-00 stainless steel door. 

 

3500/06-Axx-Bxx-Cxx-Dxx 

MOD 163040-Exx 

A: Housing Door Material 

03 Epoxy-coated steel door only (full size rack) 

04 Stainless steel door only (full size rack) 

B: Conduit Fitting option 

All options are available 

C: Air Purge 

All options are available 

D: Agency Approval Option 

00 None 

E: Modification  Option 

01 Only order when Housing Door Material AXX is 03 

02 Only order when Housing Door Material AXX is 04 
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